
 



 



 



 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. Hand Hole Cover Plate 
2. Presser Foot 
3. Presser Foot Thumb Screw 
4. Thread Guide 
5. Thread Guide 
6. Thread Tension Assembly 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

7. Thread Guide 
8. Face Cover Plate 
9. Thread Take-up 
10. Automatic Stitch Mechanism 

Cover 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
11. Stitch Width Control Knob 
12. Stitch Length Control Knob 
13. Reverse Stitch Push Button 
14. Light Switch 
15. Feed Dog Control Knob 
16. Nomenclature Plate 
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17. Clutch Knob 
18. Hand Wheel 
19. Bobbin Winder Mechanism 
20. Thread Spool Pins 
21. Arm Cover Plate 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

22. Bobbin Winder Tension Disc 
23. Upper Thread Guides 
24. Presser Foot Knob 
25. Presser Foot Lever 
26. Needle Clamp Screw 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
27. Thread Cutter 
28. Feed Dog 
29. Needle Plate 
30. Guide Pin Hole for 

Buttonhole Attachment 
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INSTALLING MACHINE HEAD 
 
Loosen the two hinge screws under holes in the 
rear edge of the machine bed (1). 
Raise hinge pins in the cutout (2). 
Slip machine head onto the pins and tighten 
hinge screws securely (3). 
Lower machine head to front flap. 
 
SEWING LIGHT 
 
The sewing light is place inside the face cover 
plate as shown. It may be turned on or off by 
pushing light switch. To operate the machine, the 
switch should be turned on. 
 
To remove bulb, disconnect sewing machine, open 
the face cover plate by swinging it open, push 
bulb in slightly, turn it away from you and 
remove. To replace, push new bulb in and turn it 
toward you. See illustration (4). 

 
CONNECTING MACHINE 
 
Push the plug onto three-prong connector under 
the bed plate. Plug machine cord into any 110-
120V wall outlet. See illustration (5). 

 
 

 



 
NEEDLE AND THREAD TABLE PLACEMENT OF NEEDLE 

 
Raise needle bar to its highest
position by turning hand wheel
toward you. loosen needle
clamp screw. 
Hold the needle with flat side
toward front. Slip the needle as
far as it will go into the needle
clamp, and tighten the needle
clamp screw. 

THREAD SIZE NEEDLE 
SIZE FABRIC 

Cotton 60 – 100 
Synthetic 
Silk A 
Machine embroidery 

11 
Sheer cottons, silks, and synthetics 
 
Fine laces 

Cotton 60 – 80 
Mercerized 50 
Synthetic 
Silk A 
Machine embroidery 

14 

Medium weight cottons 
Medium weight silks 
Medium weigh synthetics 
Light weight woolens 

Cotton 40 – 60 
Mercerized 50 
Mercerized heavy duty 

16 
Heavy weight cottons 
Medium to heavy weight woolens 
Heavy drapery fabrics 

Cotton 30 – 50 
Mercerized heavy duty 18 

Heaviest cottons as for men’s work 
clothes 
Heaviest woolen coating 
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NEEDLE SIZE 
Use KENMORE 6021 needles. The size of needle should 
conform to the size of the thread and both should be 
suitable to the material. The same size thread should be 
used in the bobbin as on the upper part of the machine 
for ordinary sewing. 
Never use a bent needle or one with a blunt point. 
 

This is the exact length of the needle to be used in your 
machine. Comparison with this illustration will 
determine whether the needle you have is the correct 
one for your machine. 
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WINDING THE BOBBIN 
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INSERTING BOBBIN INTO BOBBIN CASE--------CASE INTO SHUTTLE 
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 THREADING UPPER MACHINE 
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PICKING UP BOBBIN THREAD 
Raise presser foot lever. Hold needle thread loosely in left 
hand and rotate hand wheel toward you one complete 
turn. Bring bobbin thread up by pulling upper thread (See 
illustration). Place threads back under presser foot. 
 
ADJUSTING THE PRESSURE OF THE PRESSER FOOT 
Push down outer ring of presser foot knob (See illustra- 
tion). This will release pressure of presser foot. To 
increase pressure, push down inner pin until suitable 
pressure is obtained. 
 
For ordinary sewing, the inner pin should be about half 
way down. When sewing multiple thickness of heavy 
material reduce the pressure. Increase it when sewing 
sheer fabrics. 
 
Insufficient pressure may cause skipped stitches or 
difficulty in guiding the fabric. If feed dog or presser foot 
marks appear on the fabric, reduce the pressure. 
 
FEED DOG CONTROL 
The feed dog control knob is situated on the right front of 
machine bedplate. When knob is turned to the left, feed 
dog drops and does not pull material. This allows the 
operator freedom of movement of material, as for darning. 
For regular sewing, turn knob to the right. 
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DUAL PURPOSE NEEDLE PLATE 
 
The dual purpose needle plate provide a small round needle hole (A) 
for straight stitching and a wide oval hole (B) for zigzag and 
decorative stitching on the center plate (C). 
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To slide center plate, remove hand hole cover plate, depress slightly 
and move center plate lever (D) to left for straight  stitching, and 
right for zigzag stitching until it clicks. See illustration. 

 
CHANGING THE ATTACHMENT FOOT 
 
 
 
 
 
A standard zigzag foot (A), a satin stitch foot (B), straight stitch foot 
(C), a clear plastic satin stitch foot (D), zigzag foot (E), straight 
stitch foot (F) and gathering foot (G) are provided with the machine. 
 
To replace the foot: raise the presser bar, push the release button on 
back of clamping shank (H) and the foot is releases automatically. 
(See illustration 1). 
 
To attach the foot: Raise the presser bar by raising the presser foot 
lever, place the foot on the needle plate aligning needle hole (See 
illustration 2), and lower the presser bar by dropping the presser 
foot lever. It will snap on the clamping shank. The presser foot knob 
should be down for maximum pressure for attaching the foot. 



ADJUSTING TENSIONS 
 

REMEDY 

A perfect stitch will have threads locked between the
two layers of fabric with no loops on top or bottom.
(Refer to page 14) 
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When stitching is unsatisfactory as in 
figures 2 and 3, adjust the upper thread 
tension. Lower thread tension requires 
adjustment less frequently than the 
upper thread tension. 
 
 
 
When stitch is satisfactory, as in figure 1 
and seam is badly puckered, the cause 
may be tight tensions and both upper 
and lower may be adjusted. (See page 14) 
 
 
 
When adjusting the tension on the 
bobbin case, make slight adjustments 
with a screwdriver. (See page 14) 
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